
Data sheet 

Lifting column 07HX35ESN-2 

07HX35ESN-2 takes а new structure in ES series. Different from 

other products of this series, motor was put into the tube, 

which vastly saves the installing spaces. And it looks much 

more smooth. 07HXЗSESN-2 is mainly designed for situations 

with small load, such as eyesight checking station, platform 

and so оп. Depending оп the control boxes, 07HXЗSESN-2 could 

run with other columns in parallel with built-in HALL SENSOR. 

Features 

• Built-in Motor (24VDC)

• Мах Load Push: 1 000N рег ES-N2 column

• Stroke Length: 100-410mm

• Electronic Limit Switch

• Speed: Up to 11.Smm/s at Full Load

• Low Noise Level

• Protective Level: IP43

• Color: Spraying Gгеу

• Space-Saving Design
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Options 

• Hall Sensor: Run with other columns in parallel

Usage 

• Duty Cycle: 10%; continuous work for max.

2 minutes with а pause of 18 minutes

• Temperature: 0~+50
°

С 

• Certifications: СЕ, UL

Technical specifications 

Spindle Мах. Load Self-Locki ng lnput Voltage Stroke Length 
Pitch Push Load 
(mm) ( N) ( N) (VDC) (mm) 

7.5 1000 1000 24 100-450

Comments to tаЫе 

Speed at Full Load Current at 
О Load Full Load 
(mm/s) (mm) (А)

14 11.0 ,с;:;;4 

• When the actuators аге not running, Jiecang's control boxes could short-circuit the motor terminals

(electrodes). Such solutions give actuators higher self-locking load.
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Dimension 

4-Фб. 5

$ 1 

@)/@) 1 

1 

1 

1 

�-+--о 
о 

1 

•1 •

ф 1 ф
1 

$ i $ 

110 

4-Фб. 5

� 1 

✓ ф 1 

1
• 1+

'"""' 1 
00 

--+--о 

1 
ф 1 ф

1 

90 

lnstallation dimensions 

L=S+ 145 (1 00<S:::;400) 

L=S+ 145 (S :::;400) 
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Ordering Кеу 

07HX35ESN-2YA112 24 410/550O1 211D510W
,- ,- -,-- -,-- ---�--

Color 

Surface 

СаЫе Length 

Plug and СаЫе 

Connection Position 

Mounting 

Stroke/Retraced Length 

lnput Voltage 

Speed at Full Load 

Load 

Profile Code 

Options 

Туре 

W=White 

1 0=Spray treatment 

1 D5=1.5m 

1 =Тор mounting plate outlet 

0=220*96* 12 

24V 

12=12mm/s 

1=1000N 
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